
TECH SPECS 

 
 

 24- bit, 44.1k audio interface 

 RCA, unbalanced outputs 

 1 /8" headphone 

 1 /4" headphone 

 1 /4" microphone input 

 Communication Protocol: MIDI 

 Line Out: Output Level: 1.3V±0.2V Signal-to-Noise Ratio: More than 80dB (A-weighted) THD: 
<0.03% 

 Frequency Response: ±3dB(20Hz~20KHz) Channel Separation: More than 80dB 

 Headphone Out: (with 32 Ohm load) Output Level: 0.65V±0.1V Signal-to-Noise Ratio: More than 
80dB (Aweighted) THD: <0.03% 

 

SYSTEM REQUIREMENTS 

 

 
 

Mac 

 Mac OS X 10.6 - macOS 10.13 High Sierra 

 1.6 GHz Intel Core Duo 

 All Intel i3, i5 and i7 Processors are supported 

 Screen Resolution: 1024 x 768 

 RAM 1GB (minimum) 

 Available USB 2.0 port  
 

Windows 

 Windows Vista with Service Pack 1, Windows 7 with Service Pack 1, Windows 8, Windows 8.1, 
Windows 10 

 2 GHz Intel Core 2 Duo 

 Available USB 2.0 port 


