
Print method Serial inkjet dot matrix (max. 720 dpi x 360 dpi)

Technology Inkjet

Print Speed 130 mm/sec

Colour Printing Full colour

Printing Characters Graphics, Barcode

Paper Types Coupon, Roll

Paper size roll paper 57.50 ± 0.50 (W) mm x dia 90.00 mm

Interfaces Hi-Speed USB - compatible with USB 2.0 specification, Wired Network

Power Supply PS-180

Product dimensions 140  x 210 x 222 mm (Width x Depth x Height)

Product weight 5.2 kg

Fonts & Styles

Paper

Interfaces

Power

General



Colour Epson Dark Grey

Installation horizontally

Humidity Operation 20% - 80%, Storage 5% - 85%

Temperature Operation 10° C - 35° C, Storage -20° C - 60° C

Reliability 180,000 MTBF (Hours)

Auto Cutter Life 500,000 Cuts

Print Head Life 6,000,000,000 pulses

EMC Standards CE marking

Safety standards TÜV

Sensors Front cover open sensor, Paper End Sensor, Ink cartridge sensor

What's in the box Ink Cartridge, Main unit, PS-180 & AC cable, Roll paper, User manual

Warranty 12 months Carry-in

Reliability

Standards Compliance

Other Features
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