
General

Technology LCD 

Optical properties

Brightness 6000 ANSI lumens 

Physical
resolution 1920 x 1200 

Contrast 3,000,000:1 

Light source Laser 

Lamp life
(normal / eco) Approx. 20,000 hours 

Keystone
correction Manual horizontal ±35 ° , Yes , Manuell vertical ±25° 

Zoom Manual 

Projection
ratio 1.09 - 1.77 

Lens Non-exchangeable 

Connectivity

Connectors 1 x audio out , 1 x composite video , 1 x RJ45 , 1 x RS-232 , 1 x USB 2.0 Type-A
female , 2 x audio in , 2 x HDMI , 2 x VGA , 1 x HDBaseT , 1 x component video 

Wireless Optional 

Performance

24 x 7
continuous
operation

No 

Features

Speakers 1 x 10 W (mono) , Yes 

Remote
control Remote control (incl. batteries) 

Physical properties

Operating
noise
(standard /
eco)

37 / 27 dB 

Dimensions 399 x 133 x 348 mm 



(W x H x D)

Weight 7.2 kg 

Security

Security Kensington slot 

Special features

Special
features Lens-shift function 

Product type Projector 

Manufacturer’s
warranty

3-year bring-in (see manufacturer's website for details)
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Technology: LCD
Brightness: 6000 ANSI lumens
Physical resolution: 1920 x 1200
Contrast: 3,000,000:1
Weight: 7.2 kg


