
Microsoft LifeCam Studio Specs

Sensor

Resolution and Frame
Rate

1080p
720p at up to 30 fps

Sensor CMOS

Sensor Resolution 5 MP

Field of View 75°

Zoom 3x (Digital)

General

Focus Type Auto

Focus Range 0.3 to 32.8' / 0.1 to 10 m

Host Connection
Interface

USB 2.0

Power Source Bus Powered

Supported Operating
Systems

Windows 7
Windows 8.1



Windows 10

Audio

Microphone Yes

Pickup Pattern Omnidirectional

Microphone Frequency
Response

100 Hz to 18 kHz

Microphone

Frequency Mode Wideband

Environmental

Operating Temperature 32 to 104°F / 0 to 40°C

Operating Humidity 5 to 80%

Storage Temperature -40 to 140°F / -40 to 60°C

Storage Humidity 5 to 65%

Physical



Attachment Method Clip, Tripod

Certifications CB, CE, FCC, Kcc, UL, VCCI, WEEE, as
per Manufacturer

Cable Length 6 to 6.5' / 1.8 to 2 m

Dimensions (W x H x D) 2.4 x 1.8 x 4.5" / 60.0 x 45.0 x
114.0 mm

Weight 3.67 oz / 104 g

Packaging Info

Package Weight 0.62 lb

Box Dimensions (LxWxH) 5.4 x 5.3 x 2.5"


