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Vertiv SN-Z02 Specifications
SN Sensor 3 Temperature Probe 5.18M/17FT Cable

At a Glance
Integrated Temperature Sensor
Compatible with Vertiv MPX and MPH rack PDUs
using RPC card or Vertiv Liebert IS-UNITY-DP
communications card
Mounting with supplied bracket or cable tie
Power input through communications cable
Operating Environment: 41°F to 131°F

Overview

The Lvertiv iebert SN-Z02 integrated sensor includes
three temperature sensors on a cable spaced for the
top, middle and bottom of a rack. It is designed to
assist in monitoring conditions within a rack and can
be placed in any area to read temperature.
More from the Manufacturer

Package Contents

SN-Z02 Integrated Temperature Sensor
3 x Sensor Bracket - Base
3 x Sensor Bracket - Support
6 x Screw (8-32 x 7/16)
1.5 ft Dual Lock Fastener
6 x Cable Tie
3 x Alcohol Pad
3 x Fastener 1/4 Turn High Pro
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Specifications Compare Features

1 x Quick-Start Guide

Product Name SN Sensor 3 Temperature Probe 5.18M/17FT
Cable

Product Type Temperature Sensor
Number of Network (RJ-45)
Ports

1

Network (RJ-45) Yes
Height 1.6"
Width 2"
Depth 0.7"
Product Model SN-Z02
Packaged Quantity 3
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