
Xerox C500/DN Specs

Functions Print

Printer

Printing Technology Laser

Print Resolution 1200 x 2400 dpi

Print Speed Simplex: 45 ppm
Duplex: 44 ppm

First Print Out Speed Color: 10 seconds
Black & White: 8.5 seconds

Duplex Printing Yes

Ink Type Toner

Ink Palette Black
Cyan
Magenta
Yellow

Ink Cartridge Configuration 4 individual cartridges

Printer Duty Cycle Monthly: 120,000 pages
Recommended Monthly Volume: Up to 8,000 pages



Printer Language HP PCL 6
HP PCL 5e
PDF
Adobe PostScript 3
XPS
TIFF
JPEG
HP-GL

Maximum Printable Area 4 mm from edge of paper

Media Handling

Paper Handling Bypass Tray 1
Input Tray 2
Output Tray

Media Sizes Bypass Tray 1: 3 x 5" to 8.5 x 14" / 7.6 x 12.7 cm to
21.6 x 35.6 cm
Input Tray 2: 3 x 7.5" to 8.5 x 14" / 7.6 x 19 cm to
21.6 x 35.6 cm

Media Weight Bypass Tray 1: 16 lb bond to 80 lb cover / 60 to 220
gsm
Input Tray 2: 16 lb bond to 80 lb cover / 60 to 220
gsm

Paper Capacity Bypass Tray 1: 150 sheets
Input Tray 2: 550 sheets
Output Tray: 500 sheets

Stapler No



Connectivity

Interface USB 3.0
Ethernet
NFC

Direct Printing USB port
Apple AirPrint
Google Cloud Print
Xerox Print Service Plug-In for Android
Mopria

Processor 1.05 GHz Dual-Core

Memory 2 GB

Hard Disk Optional

Compatible Operating Systems Windows
macOS/OS X
Linux
Citrix
RedHat Enterprise
IBM AIX 7.2
HP-UX 11iv3
Oracle Solaris 11.3
Fedora Core 24
SUSE 13.2

Physical

Front Panel Controls 5" / 12.7 cm color touchscreen

Warm-Up Time 11 seconds



Power Requirements 110-127 VAC, 50/60 Hz, 12 A

Power Consumption Maximum: 730 W
Ready: 74 W
Sleep: 0.9 W

Acoustics Power Emissions: 7.2 B(A) (Operating), 4.9 B(A)
(Standby)
Pressure Emissions: 56.2 dB(A) (Operating), 33.6
dB(A) (Standby)

Operating Conditions Temperature: 50 to 90°F / 10 to 32°C
Humidity: 15 to 85%

Storage Conditions Temperature: 32 to 95°F / 0 to 35°C
Humidity: 15 to 85%

Dimensions (WxDxH) 16.9 x 18.4 x 17.5" / 42.7 x 46.6 x 44.3 cm

Weight 61 lb / 27.6 kg

Packaging Info

Package Weight 75.5 lb

Box Dimensions (LxWxH) 25 x 24 x 22"


