
Specifications:

Computer ConnectionsComputer Connections

Direct 88

Maximum 128 (via Daisy-chain)128 (via Daisy-chain)

Port SelectionPort Selection OSD, Hotkey,OSD, Hotkey,
PushbuttonsPushbuttons

ConnectorsConnectors

KVM Ports 8 x SPHD-17 Female8 x SPHD-17 Female
(Yellow)(Yellow)

Daisy Chain Ports 1 x DB-25 Male1 x DB-25 Male

Firmware Upgrade 1 x RJ-11 Female1 x RJ-11 Female
(Black)(Black)

Power 1 x 3-prong AC socket1 x 3-prong AC socket

SwitchesSwitches

Reset 1 x Semi-recessed1 x Semi-recessed
PushbuttonPushbutton

Power 1x Rocker1x Rocker

Firmware Upgrade 1 x Slide1 x Slide

LCD Adjustment 4 x Pushbutton4 x Pushbutton

Ports 8 x Pushbutton8 x Pushbutton

LEDsLEDs

Online 8 (Orange)8 (Orange)

Selected 8 (Green)8 (Green)

Power 1 (Dark Green)1 (Dark Green)

Lock 1 (Green)1 (Green)

Panel SpecPanel Spec

Screen Size 17"17"

Pixel Pitch 0.264 mm x 0.264 mm0.264 mm x 0.264 mm

Support Color 16.7M colors16.7M colors



Contrast Ratio 1000:11000:1

Luminance 250 cd/m²250 cd/m²

Response time 5 ms5 ms

Viewing Angle 170° (H), 160° (V)170° (H), 160° (V)

EmulationEmulation

Keyboard / Mouse PS/2PS/2

VideoVideo

17" LCD 1280×1024 @ 75 Hz ;1280×1024 @ 75 Hz ;
DDC2BDDC2B

Scan IntervalScan Interval 1-255 seconds1-255 seconds

Maximum InputMaximum Input
Power RatingPower Rating

100-240V AC, 50-60100-240V AC, 50-60
Hz, 1AHz, 1A

Power ConsumptionPower Consumption

17" LCD 120V, 15W / 230V,120V, 15W / 230V,
17W17W

EnvironmentalEnvironmental

Operating Temperature 0-50˚C0-50˚C

Storage Temperature -20-60°C-20-60°C

Humidity 0 - 80% RH, Non-0 - 80% RH, Non-
condensingcondensing

Physical PropertiesPhysical Properties

Housing Metal + PlasticMetal + Plastic

Weight 13.34 kg ( 29.38 lb )13.34 kg ( 29.38 lb )

Dimensions (L x W x H)
48.00 x 64.02 x 4.4048.00 x 64.02 x 4.40
cmcm  
(18.9 x 25.2 x 1.73 in.)(18.9 x 25.2 x 1.73 in.)


