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Unique, continuous EasyRail technology enables you to maximize available power and make setup easy. Stack numerous powerhungry components
without fear of crashing. It's also a perfect solution for hardcore gamers.

KEY FEATURES

80Plus Bronze Certified

Crossfire and SLI Ready

Full Wired Design

EasyRail Plus Technology

Haswell Ready

P1650SNLB9

http://xfxforce.com/


12/28/2016 TS Series 650W PSU 80+ Bronze  P1650SNLB9

http://xfxforce.com/enus/products/tsseriesbronzefullwired/tsseries650wpsu80bronzep1650snlb9 2/3



12/28/2016 TS Series 650W PSU 80+ Bronze  P1650SNLB9

http://xfxforce.com/enus/products/tsseriesbronzefullwired/tsseries650wpsu80bronzep1650snlb9 3/3

Unique, continuous EasyRail  technology enables you  to maximize available power and make setup easy. Stack numerous powerhungry components without  fear of crashing.

It's also a perfect solution  for hardcore gamers.

EasyRail™ Plus Technology allowing plenty of wattage headroom  to handle your devices

Ultra Quiet Fan Design

Haswell Ready

AMD Radeon CrossFire Ready

NVIDIA GeForce SLI Ready

Multiple PCIE 6Pin and 6+2Pin connectors

True Wattage guarantee

80 Plus Bronze certifying 85% power efficiency

Extreme heat  tested capacitors

GENERAL
+12V Rail Outputs  : Single

ATX12V 2.2 & ESP12V 2.91 Compliant  : Yes

Maximum Wattage  (W)  : 650

Modular Cables  : No

Performance Category  : Standard

UPC Number  : 778656052581

TECHNOLOGIES
CrossFire Ready  : Yes

SLI Ready  : Yes
EastRail™Plus  : Yes  
RATINGS & EFFICIENCIES
AC  Input Current  (Arms)  : 94.5  (maximum)

AC  Input Voltage  (Vac)  : 100240VAC

AC  Input Frequency  : 5060 Hz

Active Power Factor Correction  (PFC)  : Yes

OTHER FEATURES
DC  to DC Converters  (+3.3 & +5V)  : No

Dual Magnetic Amplifier Circuit  (+3.3 & +5V)  : No

EZ Grip Connectors  : No

Gold Plated Connectors  : No

High Quality Schottky Diodes  : No

High Reliable 105°C Japanese Capacitors  : Yes


