
IRIScan Mouse 2 - Resources

Scanner specifications  Minimum computer requirements
- Technology: Slam Scan®

 
- Mouse sensor: Laser sensor (1200 dpi)

 
- Scan resolution: 300 dpi (with standard software)

 
- Hardware up to 400 dpi, with Software upgrade

 
- USB: 2.0

 
- Power consumption : 0.625W

 
- Coverage area: Up to A3

 
- Export applications: Microsoft® Office, Adobe® Photoshop®

 
- Save formats (applications): PDF / JPG / TIFF / BMP / PNG / XLS / DOC

 
- Buttons 3 buttons (right-click, left-click, wheel-click) / 1wheel / 1scan button

 Software suite for Windows®
 

- Intel® Core™ Duo 1.2GHz or AMD Athlon™ 64 x 2, 1.7GHz
 

- Microsoft® Windows® 10, 8, 7, Vista® or XP
 

- 1GB RAM recommended
 

- At least 1GB of available hard disk space
 

- Graphic card: 128 MB NVIDIA® GeForce® 8400 GS or 128 MB ATI

Radeon™ X1300 or 384 MB (shared) Intel® GMA X3000 or better
 

- USB port 2.0
 

- CD-Rom drive

Box content  Quick reference guide
- IRIScan™ Mouse scanner

 
- Software suite on CD-ROM

 
- Quick user guide

 
- 2 interchangeable mouse covers (black & blue)

 

//Content might change without prior notice depending on the production and

components constraints.

 - Product name: IRIScan™ Mouse 2
 

- SKU: 458075
 

- Box size (H x L x D): 17 x 20 x 4,8 cm (6.7 x 7.87 x 1.9 in)
 

- Box weight: 360 g (0,79 lbs)
 

- Scanner size: 2,8 x 12 x 5,7 cm (1.1 x 4.7 x 2.2 in)
 

- Scanner weight: 110 g (0,24 lbs)


