
IRIScan Pro 3 Wifi - Resources

Scanner specifications  Minimum computer requirements
- Document feeding: Sheet feed type (single or multiple), 8-page ADF

 
- Resolution: Low 300 dpi, High 600 dpi

 
- Document size: up to A4 /letter size

 
- Interfaces: SD card (up to 32GB), USB 2.0 slave (to charge or transfer files)

 
- Scans formats: JPEG or PDF

 
- Image sensor: CIS (contact image sensor)

 
- Scanner display: 1.2" TSN LCD

 
- Built-in memory: 128MB

 
- Battery specifications: Li-ion (3.7V, 1700mAh)

 
- Daily Battery life: 200 pages (A4/letter size, color)

 
- Wi-Fi: 802.11 b/g/n

 
- Dimensions (H x L x D): 4,1 x 29,5 x 8,1 cm (1.6 x 11.6 x 3.2 in)

 
- Weight: 800 g. (1.8 lbs.)

 Scanner
 

- At least one USB port available
 

- Installable on any operating system that supports mass storage protocols
 

Software suite for Windows®
 

- Intel® Pentium® III or above.
 

- Microsoft® Windows® 10, 8, 7, Vista® or XP (SP3).
 

- 512MB RAM (1GB recommended).
 

- CD-ROM drive.
 

Software suite for Mac OS® 
 

- A Mac® computer with Intel® processor.
 

- Mac OS® X version 10.6 and above.
 

- 512MB RAM (1GB recommended).
 

- CD-ROM drive.

Quick reference guide
- Product name: IRIScan™ Pro 3 Wifi

 
- SKU: 458071

 
- Box size (H x L x D): 6,5 x 35 x 16,4 cm (2.55 x 13.77 x 6.45 in)

 
- Box weight: 1400 g. (3.1 lbs.)


