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Specification

Special Features

Highly advanced heatsink 

ARGON SERIES AR08ARGON SERIES AR08
with Heat-pipe Direct Contact (HDC) 

Great balance of silence and performance

Unique interweaving diamond edged fins for improved performance

Exclusive arrow guides distribute airflow evenly among heat pipes

Three Ø6mm heat-pipes and aluminum fins for excellent heat conducting efficiency

Heat-pipe direct contact (HDC) technology

Includes compact 92mm PWM fan for excellent cooling and low noise

Anti-vibration rubber pads included for additional noise dampening

Intel Socket LGA775/115X/1366/2011 and AMD Socket AM2/AM3/FM1/FM2 compatible

Heat-pipe direct contact 
(HDC) technology
(Ø6mm heat-pipe x 3)

Includes compact 
92mm PWM fan 
for excellent cooling 
and low noise

Exclusive arrow guides 
distribute airflow evenly 
among heat pipes
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92mm

50mm25mm 92mm
92mm

Model No.
Material
Application

Heat Pipe Type
Cooling System
Noise
Bearing

SST-AR08
Copper heat pipes with aluminum fins
Intel Socket LGA775/115X/1366/2011/2011-V3 
AMD Socket AM2/AM3/FM1/FM2
Ø6mm heat-pipe x 3
92mm x 92mm x 25mm fan
14.1-27.7dBA
Long life sleeve

Net Weight
Voltage Rating (V)
Start Voltage (V)
Air Flow (CFM)
Speed (R.P.M.)
Life Expectance (hrs)
Dimension

285g (without fan)
12V
≤4.7V
26.8~49.5CFM
1500~2800RPM
40,000 hours
92mm (W) x 50mm (D) x 134mm (H) (without Fan)

technology

Skylake Ready


