
Fujitsu ScanSnap IX500

Optical Resolution 600 dpi

Duplex Speed 30 ppm (Color, Grayscale)

Simplex Speed 30 ppm (Color)
30 ppm (Grayscale)

Maximum Document Width 8.5" / 21.6 cm

Maximum Document
Length

118.1" / 300 cm

Duplex Scanning Yes

Single Pass Duplex No

Multi-Feed Detection Yes

Scan Modes Color, Grayscale, Monochrome

Document Feeding ADF, Manual

Connectivity USB 3.0

Wireless Connectivity Wi-Fi

Wi-Fi Standards Wi-Fi 5 (802.11ac)



Paper Weight 11 to 56 lb / 40 to 209 gsm

Operating System
Compatibility

macOS/OS X, Windows

Light Source LED

Image Sensor 2 x Contact Image Sensor (CIS)

Control Panel LCD Touchscreen

Maximum Sheet Capacity 50

Automatic Image
Corrections

Yes

Environmental Compliance ENERGY STAR, RoHS

Operating Humidity 20 to 80%

Operating Temperature 41 to 95°F / 5 to 35°C

AC Input Power 100 to 240 VAC, 50 / 60 Hz

Power Source AC Adapter

Dimensions 11.5 x 6.3 x 6.0" / 292.0 x 161.0 x
152.0 mm

Weight 7.50 lb / 3.4 kg



Packaging Info

Package Weight 9.65 lb

Box Dimensions (LxWxH) 15.8 x 10.8 x 9.4"


